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Reliable

Direct hot 
surface ignition 
system features 
an advanced 
silicon nitride 
igniter and 
in-shot burners 
for greater 
reliability.

Safe

Temperature 
limit control, 
reliable gas valve 
and induced 
draft motor  all 
help ensure safe 
operation.

Quiet

Solid pre-painted steel insulated 
cabinet with tight-fit door latch system, blower motor 
isolated behind a sealed door, and soft-mount rubber 
gaskets on key components  lower operating sounds.

Efficiency

ECM variable-speed blower motor provides efficiency. 
The QuietComfort EC 97 is also compatible with two-
stage cooling, and its advanced dehumidification 
capability can reduce additional moisture in the air 
when paired with an air conditioner or heat pump and  
a humidity-sensing thermostat.

System Control

State-of-the-art electronic controls  monitor system 
operation and allow for faster, easier system 
diagnostics.

Observer ™ Communicating Wall Control

The QuietComfort EC 97 is 
teamed with our innovative 
Observer communicating wall 
control,  offering full-color 
touchscreen technology and 
coordinating with compatible 
air conditioners and system 
accessories to create maximum efficiency  
and ideal comfort.
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communicating wall control to create ideal warmth and 
energy savings.

e. �Compatible Communicating Air Conditioner integrates 
seamlessly with Observer communicating wall control to 
optimize cool comfort and energy-saving operation.

f. ��Evaporator/Indoor Coil matches your Heil air conditioner 
and furnace to ensure great performance. 

g. �UV Lights help prevent the growth of microbes on the 
coils. (Not available on all models.)

Timely registration required.
See warranty certi�cate for details.
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Timely registration required.
See warranty certificate for details.
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Annual Fuel Utilization Ef�ciency - AFUE
THIS MODEL

78% 82% 88% 97%

97%

All systems tested and listed by the appropriate agencies.

As part of its commitment to quality, International Comfort Products, LLC, 
reserves the right to change specifications on its products without notice. 
Illustrations and photographs in this brochure are only representative. 
Some product models may vary. 

ISO 9001: 
2000 Registered

† Many models are ENERGY STAR® 
qualified. Ask your contractor for 
details or visit www.energystar.gov.

* AFUE stands for Annual Fuel 
Utilization Efficiency. Higher number 
= Greater efficiency. 

▲�Timely registration required for 10 
year limited parts warranty and 
lifetime limited heat exchanger 
warranty. Limited warranty period 
is 5 years for parts and 20 years 
for heat exchanger if not registered 
within 90 days of installation. 
Jurisdictions where warranty 
benefits cannot be conditioned on 
registration will receive the registered 
limited warranty periods. Please see 
warranty certificate for further details 
and restrictions. 

 MAINLINE MODELS

Heil 
Gas Furnace 
Comparison

XS 80 IIS 80 VS 80 DLX 96 IIX 96 VT 96 VC 97 ET 96 EC 97

MODEL  
SErIES G8MX G8MT G8MV G9MXE G9MXT G9MVT G9MAC G9MVE G9MAE

AFUE rATING 80% 80% 80% 96% 96% 96% 97% 96% 97%

HEAT  
EXCHANGEr 
WArrANTY▲

20■Yr 20■Yr 20■Yr LIFE
■TIME

LIFE
■TIME

LIFE
■TIME

LIFE
■TIME

LIFE
■TIME

LIFE
■TIME

NO HASSLE  
rEPLACEMENT™ 

Limited Warranty
1■Yr 5■Yr 10■Yr 1■Yr 5■Yr 10■Yr 10■Yr 10■Yr 10■Yr

PArTS  
WArrANTY▲ 10■Yr 10■Yr 10■Yr 10■Yr 10■Yr 10■Yr 10■Yr 10■Yr 10■Yr

MODULATING 
OPErATION

Multiple Heat Modes

TWO-STAGE 
OPErATION
Self-adjusting 

heat modes

TWO-STAGE 
COOLING 

Compatible

ADVANCED 
DEHUMIDIFICATION 

CAPAbILITY

STAINLESS STEEL 
rPJ® Weld-Free 
Heat Exchanger

ALUMINIzED STEEL 
rPJ® Weld-Free  
Heat Exchanger

VArIAbLE-SPEED 
HIGH EFFICIENCY 
ECM Circulation 
blower Motor

HIGH EFFICIENCY 
ECM Circulation 
blower Motor

STANDArD  
PSC Circulation  
blower Motor

INSULATED 
bLOWEr 

COMPArTMENT

CAbINET  
HEIGHT 331⁄3˝ 331⁄3˝ 331⁄3˝ 35˝ 35˝ 35˝ 35˝ 35˝ 35˝

LOW NOX 
Available

DUAL FUEL 
COMPATIbLE

with Dual Fuel 
Thermostat


